MATERIALS:

Shell: Brass, Chrome plated
Insert: PPS, UL-94V-0 rated
Contacts: Brass, Gold plated

MECHANICAL SPECIFICATIONS:
Coupling type. Push - Pull

Contact termination: Solder

Cable O D range 4 ~ 6 5mm or 5 ~ 8mm
Mating cycles: =500

ENVIRONMENTAL SPECIFICATIONS
IP rating: IP67
Temperature range: -40°C ~ +85°C

RoHS
COMPLIANT

ORDERING CODE:
PD-SF1211-SXX

Cable outer diameter
1=4~65mm
2=5~8mm

Number of contacts (from chart)
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2: 5 - 8mm

l 1: 4 - 6.5mm
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Male comtact face view . e .‘. 1: ; | it -]:‘. :."w ’:...: (":...:' 8
Rated current (A) 134 134 5A 5A BA S5A A
Contuel dlumeter (51 6X2 1 6Xx3 P IXa T1Xs 1X6 TIX? porxe
Rated voltage (AC.V) 250v 250v 200V 1680V 125v 125V 125v
Test voltaged AC.V) | min 1500V 1500V 1500V 1000V 1000V 1000V 1000V
Contact resistance ni 2 2 5 5 s s 10
Wire siecwe AWG ‘ T2/14 214 =0 78518 0. 78518 ~«D 78518 0 78518 0. 78518
TCLERANCE
UNLESS OTHERWISE SPECIFIED Powsl‘ Dyﬂamlcl. II'IG.
X + 1 :
XX + 04 Phone: 973 560-0018  \Whippany, New Jersey  Fax: 872 560-0076 i
XXX 0.13
= PART:METAL IP67 WATERPROOF FEMALE IN-LINE CABLE CONN
PUSH - PULL TYPE; 2 - 9 CONTACTS: SOLDER TERMINATION
g7 oo WOW PD-SF1211-SXX SHEET
CHECK PART # 1of1
sY DATE: o5 A
AFPR SIZE ALL DIMENSIONS FOR REFERENCE ONLY
BY DATE scALE: NTS DIMENSIONS ARE IN MILLIMETERS REV
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