MATERIALS:

Housing: Nylon 66, UL-94V-0 rated
Insert: PPS, UL-94%-0 rated
Contacts: Brass, Gold plated

MECHANICAL SPECIFICATIONS:

Coupling type: Screw type

Contact termination: Solder

Cable O.D.range: 1=45~7mm
2=7~12mm

Mating cycles: =500

ENVIRONMENTAL SPECIFICATIONS
IP rating: IP62
Temperature range: -25°C ~ +85°C

RoHS
COMPLIANT

ORDERING CODE:
PD-5P2111-PXX1X

CAP
C = with cap
M = without cap

Cable O.D.
1=4.5mm ~ 7mm
2 =7mm ~12mm
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Rated current (A) 304
Contact diameter @ =2
Termination sobder
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solder solder

MNumber of contacts (from chart)

Rated voltage{AC.V) 500V 500V 500V 500V 500V S00v 500V 500V 400V
Test voltage{AC.V)
1500V 1500V 1500V 1500V 1500V 1500V 1500V 1500V 1200V
1 min
Contact resistance m{} 1 1 1 1 5.1 25 25 5 5
<0.78518
Wire size mm* [AWG S4ATHT 41T 4T 417N 214 =214 =0.TB5MB =0.785/18
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