MATERIALS:

Shell: Zinc alloy with black Nickel plating
Insert: PPS, UL-94V-0 rated

Contacts: Brass, Gold plated

MECHANICAL SPECIFICATIONS:
Coupling type: Screw type

Contact termination: Solder

Cable O D range 5~ 8mm
Mating cycles: =500

ENVIRONMENTAL SPECIFICATIONS
IP rating: IP67
Temperature range: -40°C ~ +85°C
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Male contact face view L .a. . | ’3’ 3.‘. :.t '. .: J t‘:. .;.
Rated current (A) 134 13A 5A 5A 5A SA A
Coatact diameter T1.6x2 1. 6X3 J1Xa T1XS X6 T1X7 10TXe
Rated voltage (AC V) 250v 250V 200V 180V 125v 125v 125V
Test voltage(AC.V) | min 1500V 1500V 1500V 1000V 1000V 1000V 1000V
Contact resistance =0 2 2 5 5 5 5 10
Wire sizcw’ AWG ! 214 214 0.785/18 0 785 18 0. 78518 0.785/18 =0 785/18
TOLERANCE
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e PART: METAL IP67 WATERPROOF MALE REAR PANEL MOUNT
CONNECTOR; 2 - 8 CONTACTS; SOLDER TERMINATION
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