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MATERIALS I {
Housing: Nylon 66, UL-34V-0 rated
Insert: PPS, UL-94V-0 rated . 2 1 3 ‘e o . e 3o, 00 XA P
Contacts: Brass, Gold plated e CONInCE N s s . . 23 o o8 Yoy o
MECHANICAL SPECIFICATIONS:
Coupling type: Bayonet Rated current (A) 10A 10A 5A 5A 5A 5A 5A
Contact termination: Solder
Mating cycles: =500 Contact diameter 2 1.5%2 P 1543 P 1x4 2 1x5 2 11 2 1x9 Z 1x10
ENVIRONMENTAL SPECIFICATIONS:
IP rating: IP67 Rated voltage(AC.V) 500V 500V 500V 500V 400V 400V 400V
Temperature range: -25°C ~ +85°C

Test voltage(AC.V)1 min 1500V 1500V 1500V 1500V 1200V 1200V 1200v

RoHS
COMPLIANT

Contact resistance mQ 25 25 5 5 5 5 5
ORDERING CODE Wire size mm* JAWG <214 <2114 <0.785/18 <0.785/18 <0.78518 <0.78518 <0.78518
PD-SY1712-SX1X

Cap
C = with cap

N = without cap

Number of contacts

® Panel cutout
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é 5 AL A OB PART: WATERPROOF FEMALE PANEL CONNECTOR
IP67 RATED; SIZE 17; SOLDER CONTACTS; BAYONET TYPE
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