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Customer selection

No. Specification Part No. Key No / X°

Cable outer diameter: 
19.5±0.3mm
Adaptor diameter: 
70mm

Backup

Cable outer diameter: 
16.8±0.3mm
Adaptor diameter: 
50mm

Cable outer diameter: 
17.6±0.3mm
Adaptor diameter: 
70mm

Cable outer diameter: 
15.6±0.3mm
Adaptor diameter: 
50mm Model marking position+batch

Key No.

Technical requirements:
1. Material:
Contact: a. Power terminal: T2 red copper/silver plated;

b. Signal terminal: H62 brass/gold-plated
Shell: 3 # zinc alloy;
Insulator: PA66 nylon material, flame retardant grade UL94-V0;
Waterproof parts: NE-1340 silicone rubber;
2. Rated voltage: 1000V DC;
3. Rated current: 250A max
4. Withstand voltage: 3000V AC
5. Insulation resistance:>2000m Ω (normal)
6. Working temperature: - 40 ℃~+125 ℃;
7. Mechanical life:>200 times
8. Insertion force:<70N
9. Waterproof grade: IP67/IPX9 (matching status)
10. Shielding function: 360 ° shielding
11. With high voltage interlock or not: Yes
12. The product meets the ROHS requirements for environmental protection.
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No. PN Part name Num Backup

seal ring

Inner shield ring
Outer shield ring

Shield gear sleeve22L00200
Afterbody Cover

10mm Jack External claw

10mm Jack terminal

Plug housing

Plug rear mounting plate

Rand

Cover

Spring

track spike

blind flange

Plug front mounting plate
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Plug housing

Shell No Key No. Shell No Key No. socket

use 50mm2 Cable

use 70mm2 Cable

Afterbody Cover

afterbody size
use 50mm2 Cable

use 70mm2 Cable

Outer shield ring Inner shield ring

size
use 50mm2 Cable

use 70mm2 Cable

use 70mm2 Cable

size

seal ring

10mm Jack terminal

 A1-L002P0XX (Plug)

Paul
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