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No.    Part No. Specification Key No / X° Plug housing HV interlock

Yes 

No

Customer selection

Retention force of two pins≥50N

Technical requirements:
1. Material:
Contact: a. Power terminal: T2 red copper/silver plated;

b. Signal terminal: QSn4-3 Bronze / silver plating
Shell: 3 # zinc alloy;
Insulator: PA66 nylon material, flame retardant grade UL94-V0;
Waterproof parts: NE-1340 silicone rubber;
2. Rated voltage: 1000V DC;
3. Rated current: 250A max
4. Withstand voltage: 3000V AC
5. Insulation resistance:>2000m Ω (normal)
6. Working temperature: - 40℃ 
7. Mechanical life:>200 times
8. Insertion force:<70N
9. Waterproof grade: IP67/IPX9 (matching status)
10. Shielding function: 360 ° shielding
11. With high voltage interlock or not: Yes

13. The product meets the ROHS requirements for environmental protection.

℃~+125 ;

12. interlock line: 0.35mm2  Rated temperature200℃，Rated voltage 600V.

Cable specification

Standard length

Model marking position+batch

Coding rules for laser lettering

Part No.
year: 2021

month: M
Push in this way G is July

day:date of manufacture 15

sy

Protective cover
Insulated high-
temperature wire (black)

interlock
yes

interlock
yes

pin

Positioning column

socket

Socket protective sleeve

Seal mat

Socket housing

Electric shock 
protection cap

Seal ring （orange）

Customer selection

No. PN Part name Num Backup

Key No.

N

Paul
PDI Title block name and address

Paul
Text Box
Mates with A1-L002P0XX series
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Key No.

Mounting plate

Mounting plate

Key No.

Key No.Key No.

Mounting plate

Mounting plate

Key No.

Key No.

Mounting plate Mounting plate

Recommended installation size
Nonpenetration

Nonpenetration
  A1-L002S0XX (Socket)

Paul
PDI Title block name and address




